Designed for residential fenestration industry, Cactus® brand’s Window Glazing Tape line through IPG is an excellent solution for bonding to wood, aluminum, stainless steel and PVC window frames.

**FEATURES & BENEFITS**

- High adhesion for secure bonding between glasses and window frames
- Superb resistance to UV, weathering, oxidation and temperature variations
- Capability of blocking water, moisture and dust for a flawless seal
- Immediate bond and good tack which enables high efficiency and production yield and eliminates shipping and handling delays
- Easily removable blue liner
- Compliant with American Architectural Manufactures Association (AAMA) Standard
### PRODUCT ATTRIBUTES

<table>
<thead>
<tr>
<th>Style</th>
<th>Foam Type</th>
<th>Tape Thickness</th>
<th>Foam Density</th>
<th>Adhesive</th>
<th>Service Temperature Low (°F)</th>
<th>High (°F)</th>
<th>Color</th>
</tr>
</thead>
<tbody>
<tr>
<td>G488B/G488W</td>
<td>Closed Cell Polyethylene</td>
<td>1/32&quot;</td>
<td>4 PCF</td>
<td>Solvent Acrylic</td>
<td>-22 (-30°C)</td>
<td>176 (80°C)</td>
<td>Black or White</td>
</tr>
<tr>
<td>G485B/G485W</td>
<td>Closed Cell Polyethylene</td>
<td>1/16&quot;</td>
<td>4 PCF</td>
<td>Solvent Acrylic</td>
<td>-22 (-30°C)</td>
<td>176 (80°C)</td>
<td>Black or White</td>
</tr>
<tr>
<td>G483B/G483W</td>
<td>Closed Cell Polyethylene</td>
<td>1/8&quot;</td>
<td>2.5 PCF</td>
<td>Solvent Acrylic</td>
<td>-22 (-30°C)</td>
<td>176 (80°C)</td>
<td>Black or White</td>
</tr>
</tbody>
</table>

Available in Jumbos, Logs, and slit goods as thin as 1/4".

### PRODUCT APPLICATIONS

- Mounting and joining nameplates, signs, plaques, point-of-purchase, plastic hooks, mirror trims, etc.
- General Purpose
- Indoor/Outdoor mounting and joining
- Glazing applications

### MARKETS

- Residential Fenestration