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PAPER DRYWALL  
JOINT TAPE 

DESCRIPTION 

Quick and easy to apply. Designed for 
use with joint compound for reinforcing 
joints and corners in gypsum drywall 
interiors. Special cross-fiber papers 
offers tensile strength both with and 
across the paper grain. Exceptional wet 
strength. Resists stretching, wrinkling 
and other distortions. Roughened surface 
provides superior bond to joint 
compound. Positive center creasing and 
uniform wind for accurate, trouble-free 
application to angles and flat joints. 
    

PRODUCT APPLICATION 

For repairing cracks, patching holes and 
mending seams in plaster and drywall.  
 

GOVERNMENT CONFORMANCE 
ASTM C475 
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While we believe them to be reliable, the statements and information 
herein are only for general guidance and are not warrants or 
guarantees for accuracy and completeness.  The user must, by test 
or otherwise, determine suitability for this purpose.  There is no 
warranty of fitness for a particular purpose.  Our standard term and 
conditions of sale apply exclusively to all orders, and all liability for 
damages of any kind, including consequential, exceeding purchase 
price is excluded.  No one is authorized by us to make oral 
warranties.  We reserve the right to make changes without notice or 
obligation in our products and publications. 

 

EFFECTIVE: 5/14 

NOMINAL VALUES 

The following data are nominal values based on PSTC,  
ASTM and other standard tests.  The data should not be 
considered as specifications. 
 

Backing    Cross-Fibered Paper 
 

Color    White 
 


